
SP-SRI2
Immersive Surround

The SP-SRI2 is a passive 2-way surround loudspeaker for immersive audio 
cinema applications.
ATMOS® installations ask for very high sound pressure levels especially for the 
front-most surround speakers. The SP-SRI2 covers up to 10m to the so called 
‚reference listening position‘  in this application.
When used as a ceiling speaker a very wide dispersion characteristic is needed 
as well. We solved both requirements by using the most actual 8“ drivers with 
coaxial HF waveguide in a bass reflex cabinet.
Because the SP-SRI2 has an almost identical voicing compared to the SP-SRI1 
one can use the less expensive SP-SRI2 where the distances allow.
A certified safety point is a must for mounting over the audience and the ver-
satile accessories provide ways to integrate these speakers in a very unobstrusive 
way.

•	Passive,	2-Way	Surround	Loudspeaker
•	Bassreflex
•	8“	with	Coaxial	HF	Waveguide
•	250W/500W	(AES/Program)
•	100	x	100°	Dispersion

COMPACT	DIMENSIONS	
The SP-SRI2 achieves all immersive audio require-
ments for mid sized auditoriums.

VERSATILE	MOUNTING	OPTIONS	
We can provide different wall brackets so the SP-SRI2 
architecturally integrates very nicely.

CEILING	PLACEMENT	
Special ceiling brackets with tilt possibility as well as 
safety lines matched to the SP-SRI2 are available.

DESCRIPTION

Soundparc™	is	a	brand	of	Audio-Ciné	AG

   the real 
CINEMA	SOUND	       sensation.



SP-SRI2

TECHNICAL	SPECIFICATIONS
Frequency Response 65 – 19‘000 Hz
Sensitivity (SPL 1W/m) 96 dB
Nominal Impedance 8 Ω
Dispersion (H x V) 100 x 100 °
Power Handling (AES/Program/Peak) 250W / 500W / 1000W

System Passive, 2-Way, Fullrange, Bassreflex
LF Driver 8“
HF Driver 0.79“ Coaxial (1.7“ Voice Coil)
Terminal Spring-loaded
Dimensions ( Bx H X T) 352 x 552 x 275 mm
Net Weight 16 kg

ACCESSORIES

TECHNICAL	DRAWING
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WALL	BRACKETS
Straight and cropped versions give minimum 
distance to wall for architecturally ideal setup.

CEILING	BRACKET	
Especially for immersive audio with tilt in 5° steps 
and various mounting holes.

SAFETY	LINES
Certified and matched to speaker weight and 
available in different lengths.
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